Chapter

8 E-Mail and SMS

Your PV Unit puts powerful e-mail and SM S capabilities into the palm of your
hand. You can:

Write e-mail and SM'S messages off line and send them later

Pick up your e-mail and SM'S messages and read them later off line
Send and receive e-mail and SM S messages

Send the same e-mail and SM S messages to multiple addressees
Reply to e-mail and SM 'S messages

Forward e-mail and SM S to other addressees

Attach filesto e-mail message

The procedures in this chapter assume the following.

« For email, you have completed the necessary procedures to contract
with an Internet service provider and you already have received the
information you need from your provider in order to set up the PV Unit
to log onto the Internet. See Access Points” on page 94 for details. a
¢ For SMS, you have completed the necessary procedures to contract with
your network operator for SM'S. Note that some network operatorsrequire
a separate contract for SMS
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. Entering the Mail Mode

On the icon menu beneath the display screen, tap the Mail icon. This enters the
Mail Mode and displaystheinitial screen shown below.

EMail @ Access point box
@ Tap New to display ascreen

for writing anew e-mail and
SM S message (pages 102,
‘ ??'%m ® 117).
Send ® Tap Receive to pick up any

‘ ® mail waiting for you on your

Receive Tnbox service provider’s computer.
Tap Receive to pick up e-mail
or SMS messages (pages 109,
116).

@ Tap Send to send e-mail and
SMS messages you wrote
previously but have not sent
yet (pages 106, 116).

® Tap Inbox to display alist of
e-mail and SM S messages
you previously received
(pages 109, 116).

@) +—[FukrHupernet =
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Chapter 8 E-Mail and SMS

. Infrared Communication with a GSM Mobile
Phone

Note the following precautions when using infrared to communicate with a GSM
mobile phone.

« Make sure the infrared ports of your PV Unit and mobile phone are
facing directly at each other, and that they are no further than about
20cm apart.

Approximately
20cm (7.9 inches)
maximum

« Infrared communication is not possible under direct sunlight or in any
other brightly lit area.

< |If you are experiencing difficulty establishing an infrared connection
between your PV Unit and mobile phone, try moving them closer,
adjusting their angle to each other, etc.

« Do not move the PV Unit or phone during communication.

Mobile Phone Precautions

¢ Communication is not possible in an automobile, train, or any other
moving vehicle.

¢ Communication isnot possible outside the telephone service area, under
ground, or in atunnel.
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I E-mail
This section providesyou with all theinformation you need to get setup for sending
and receiving e-mail.

. Selecting a Mobile Phone Configuration

Your PV Unit connects to an access point of your e-mail service provider
through a mobile phone equipped with a modem. You must specify a
configuration for your mobile phone so your PV Unit knows how to “talk”
with it. You can select one of three preset mobile phone configurations. If
your phone does not work with the preset configurations, you can create
your own configuration using AT commands.

To select a preset mobile phone configuration

1. Ontheinitial screen that appears when you first enter the Mail Mode,
tap the Phone button to display the Phone tab.
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2. Tap the button next to the name of the manufacturer (Ericsson, Nokia,
Siemens) of the type of mobile phone you are using.
3. Tap Set to apply your selection.
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Chapter 8 E-Mail and SMS

To create a mobile phone configuration using AT commands

1. Ontheinitia screen that appears when you first enter the Mail Mode,
tap the Phone button to display the Phone tab.
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2. Tap the button next to Other, and then tap Edit.
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3. Usethe on-screen keyboard to input up to 128 characters as required by
the mobile phone you plan to use.

e See“About AT Commands” below for more information about what
you need to input here.

4, After the AT command string is the way you want, tap Save to save it
and return to the Phone tab.
5. Tap Set to apply your settings.
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About AT Commands

AT commands instruct a modem to perform specific operations. You can
use AT commands to establish or break a connection, to send a specific
modem signal, to get for certain data, etc. Many AT commands are optional,
but some modems require a specific series of AT commands to be sent at the
beginning of a session in order to connect correctly.

The AT commands you need toinput for your particular mobile phone depend
on the type of phone you are using. See the documentation that comes with
your phone, visit your phone manufacturer’s website, or contact your phone
manufacturer directly for more information. You can find a list of AT
commands at the CASIO website at:

http://www.casio.co.jp/English/
With the PV Unit, AT commands can be used for modem initialization only.

. Access Points

An access point is the phone number your PV Unit dialsin order to send mail to
or pick up mail from your service provider’s computer. Many people get by with
only one access point, while others may have multiple access points for asingle
provider or even multiple providers.

¢ You can have up to three service providers registered at one time.

Setting Up a New Access Point

This section describes the procedure you need to perform on your PV Unit
to set up anew access point. It also provides detail s about what each of the
required settings means.

I mportant!

» Thefollowing procedure assumes that you have completed the necessary
procedures to contract with an Internet service provider and you aready have
received the information you need from your provider in order to log on, and
send and receive mail.
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Chapter 8 E-Mail and SMS

To set up a hew access point

1. Ontheicon menu beneath the display screen, tap the Mail icon to enter
the Mail Mode and display the initial screen.
2. Tap the Settings button to display the Access Point tab.

ElMail
[ Access Foint [

Aocess Point setup

3. Tap Access Point setup to display the new access point setup screen.

S|

4. Typeintherequired information.
¢ See“Access Point Settings’ below for details about each field and what
you need to typeinto it.
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5. After you are finished inputting the required information, tap the Save

button to saveit.
After afew moments, the Access Point tab appears again.

ElMail
[ Access Foint [

A
fccess Point edit
Mail settings
Delete Access Point

Other =ettings

Py

6. If necessary, tap Other settingsto display a screen of other access point

settings (1P address, SMTP port, POP port, etc.), and make the required
settings.

e See“Other Settings” below for details about using the Other settings

screen.

7. After you are finished making the settings you want, tap Save to apply

them.
« After afew moments, the Access Point tab appears again.

Access Point Settings

96

The following are general descriptions of settings you need to make when
setting up an access point.

* You must make settings for al the items marked with an asterisk.

= Provider*

This is the name of the service provider you plan to use as your access
point. The name you input here appears in the access point list (page 100).
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IE Number*

Thisisthe telephone number that is dialed in order to establish a connection
with the access point.

Login ID*
Thisisyour user name as assigned by your service provider.

L¥ Login Password

Thisis the password that you must input in order to log onto your service
provider. Get this password from your service provider. Note that if you do
not input your password here, you will have to input it every time you log
onto the Internet. For security reasons, character you input for the password
isdisplayed as an asterisk.

X Name

Input the nickname you want to use in your mail messages.

ER Mail Account*

Thisisthe name of your mail account that you must accessto receive mail.
Your provider should tell you what name, if any, you need to input here.
[E Mail Address*

Input your full mail address here. Your provider should tell you what mail
address you need to input here.

1T Mail Password*

Thisisthe password you must input to access your mail account. Often, itis
the same as the Login Password. Your provider should tell you what
password, if any, you need to input here. For security reasons, character you
input for the password is displayed as an asterisk.

B SMTP Server*

Thisis an address of a server that you access to send mail. Your provider
should tell you what address, if any, you need to input here.
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B POP Server*

Thisisan address of aserver that you access to receive mail. Your provider
should tell you what address, if any, you need to input here.

Important!

* Some servers have separate POP and SMTP servers. In such a case,
input different addresses for SMTP Server and POP Server. See the
information you get from your service provider for what you need to
input.

@ DNS(1)*, 8 DNS(2)

Your provider should give you one or two Internet Protocol (I1P) addresses
for the domain name server. Input the address or addresses here.

Other Settings
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Make the following settings as required.

IP Address

Input the IP Address for your PV Unit here. Your provider should tell you
what address you need to input here.

Address Bit Mask

Input the subnet mask if necessary. Your provider should tell you what data
you need to input here.

IP Header Compression

Use this setting to turn IP header compression on and off. |P header
compression should normally be turned on, unless instructed otherwise by
your service provider.

SMTP Port*

This setting should normally be left at itsinitial value of 25.

POP Port*
This setting should normally be left at itsinitial value of 110.
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Editing Existing Access Points

Use the following procedures when you want to change the setup of an
access point or delete an access point.

To change the setup of an existing access point

1

2.

cokhw

7.

On the icon menu beneath the display screen, tap the Mail icon to enter
the Mail Mode and display the initial screen.

Tap the W arrow next to the access point box and then tap the name of
the access point whose setup you want to change.

Tap the Settings button to display the Access Point tab.

Tap Access Point edit to display the access point editing screen.

Make any changes you want.

See “ Access Point Settings’” on page 96 for details about each field and
what you need to typeinto it.

After you are finished making your changes, tap the Save button to save
them.
After afew moments, the Access Point tab appears again.

Tap the Close button to return to theinitial Mail Mode screen.

To delete an existing access point

1

On the icon menu beneath the display screen, tap the Mail icon to enter
the Mail Mode and display the initial screen.

Tap the W arrow next to the access point box and then tap the name of
the access point you want to delete.

Tap the Settings button to display the Access Point tab.

Tap Delete Access Point.

In response to the confirmation message that appears, tap Yesto delete
the access point or No to clear the message without deleting anything.
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Selecting an Access Point

You can select an access point on the screen that appears when you first
enter the Mail Mode or while the I nbox or Outbox tab is on the display.

Important!

« |If you have multiple access points set up on your PV Unit, be sure to
select the access point you want to use before starting to write, send, or
receive messages.

e The Inbox and Outbox show the messages for the currently selected
access point only.

To select an access point on the initial Mail Mode screen

1. Ontheinitial screen that appears when your first enter the Mail Mode,
tap the W arrow next to the access point box.

« Thisdisplaysalist of all the access points you currently have configured
on your PV Unit (page 94).

2. Tap the name of the access point you want to select.

To select an access point on the Inbox or Outbox tab

1. Onthelnbox or Outbox tab, tap the W arrow next to the access point
box.

=i | T
Ink

— Access point

|53 |bcarpentay L PY-NET
s-a8lmthdenop f sps

2. Tap the name of the access point you want to select.
« The contents of the Inbox and Outbox change to the messages for the
access point you select.
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. E-mail Options
Your PV Unit provides you with anumber of e-mail options that you can turn on
and off so your mail send and receive operations are performed the way you
want. The following describes the meaning of each of the e-mail options and
what happens when it is turned on or off.

¢ Theinitia default setting for all these optionsis off (unchecked).

E-mail Options

Option Off (unchecked) On (checked)
Send mail then pick Mail waiting on the server Mail waiting on the server
up new mail. isignored when you send is picked up when you send

mail.

mail.

Delete mail from host
upon receipt.

Mail isleft on the host after
you pick it up.

* If the “Delete all mail.”
option is checked, al mail
is deleted from the host,
regardless of whether or
not has been picked up.

* If the"Deetepicked up mail
only.” option is checked,
mail isdeleted from the host
assoon asit is picked up.

Confirm POP before

POP certification is not

POP certification is

sending mail. performed before mail is performed before mail is
sent. sent.

Skip large mail All mail ispicked up, regard- | All mail messages that are

messages. less of size. larger than the specified size

are skipped. You can specify
the maximum size by tapping
the W button and then select
a value from the list that

appears.

Disconnect after 10
minutes.

Telephone connection with
the host is maintained
indefinitely.

Telephone connection with
the host is broken
automatically 10 minutes
after it is established.
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To turn e-mail options on and off

1

N

c AW

7.

On the icon menu beneath the display screen, tap the Mail icon to enter
the Mail Mode and display the initial screen.

Tap the W arrow next to the access point box and then tap the name of
the access point whose e-mail option settings you want to change.

Tap the Settings button to display the Access Point tab.

Tap Mail settingsto display the mail settings screen.

Tap the Settings 1 and Settings 2 tabs and make the settings you want.
Tap the check box next to an option to toggle it on (checked) and off
(unchecked).

See “E-mail Options’ above for details about each option.

After you are finished making your settings, tap the Save button to save
them.
After afew moments, the Access Point tab appears again.

Tap the Close button to return to theinitial Mail Mode screen.

. Writing a New Mail Message

Use the following procedure to write anew mail message off line. After you write
amessage, it is placed onto the Outbox tab.

To write a new mail message

1

102

Ontheinitial screen that appears when your first enter the Mail Mode,
tap the New button to display a new mail message input screen.

At ] Cir | fdr | Save][Send]
]
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¢ You can aso display the above screen by tapping the New button in the
tool bar at the top of the Inbox tab or Outbox tab, or by tapping New
message on the Action Menu.

2. TaptheTo, Cc, Bce, and Reply-To fields, and use the procedure under
“Addressing Mail” on page 104 to specify addressees.

¢ You must specify an addressee for the To field, but input for the Cc
(carbon copy), Bcc (blind carbon copy) and Reply-To fieldsis optional.

3. Tapthe Subject field and input the subject of the message.

A ] Tl | Adr | Save] [Send]

IRlicic Wburrnyeadna.com s
ERra It Djinaart.ne.ip :
[Bcd]

[Fee]
ElFlease reserwve a room.

< Though including a subject is always a good idea, it is completely
optional.

4. Tap the Message field and input the text of the message.

At ) Cir | fdr | Save
Elyou would rezerve a Foom
from July 16th to 18th. A
roorn on any floor will do.e
| will arrive there on the
evening of 15th.
Could you confirm this

reservation and lat me
know it by e-rail.
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5. After everything is the way you want, tap Save to place the message
onto the Outbox tab.

AR 3§ Edit ] Tew] Sendl

Ifivio wburrnue adna.com

Ell vaould be mouch 0h1lged if
yol would Feserve a room
from July 15th to 18th. &
roorn on any floor will do.
| will arrive there on the
evening of 15th.

Could you confirm this
raservation and lat me
knowy it by e-rnail.

« A mail message must have datainits To fields. The PV Unit will refuse
to store the message if it does not contain To.

« You can input up to 16KB (about 16,000 characters) of text (including
To, Cc, and other header fields) for each mail message.

« Tapping Save or Send after inputting a message that contains too many
characters, causes the error message Too many total characters for
To, Cc, Bcec, Reply-To, and Subject appear on the display. Try deleting
some characters and then tap Save or Send again.

. Addressing Mail

You can input addresses into the To, Cc, Bcc, and Reply-To fields of a mail
message using e-mail addresses stored in the Contacts Mode or by manually
typing in e-mail addresses.

To manually input an e-mail address

1. Whileinputting a mail message, tap an addressfield (To, Cc, Bcc, or
Reply-To).

At ] Cir | fdr | Save][Send]

EdMany thanks for gour
wonder ful hospitality.!
| shal'l never forget your
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3.

Use the stylus to type the characters that make up the address to which
you want to send the message.

Type carefully, making sure the address is correct. A single wrong
character will result in the message not being sent.

If you want to input more than one address in the same field, separate
them with commas.

After you are finished, tap NEXT or tap another field on the screen.

To input an e-mail address using Contacts Mode data

1

2.

While inputting a mail message, tap an address field (To, Cc, Bcc, or

Reply-To).
On the tool bar at the top of the screen, tap Adr.

BEE] T T8 [ Seve][Send]

&0 Ex
JEc]
B

[Fee]
EMCongratulations on your

promotion!

EH

|Buzh_ Mary ishmrmcu

i e
c|D|E|F|G|H|IIJIKILIMINI
NEFARENENEOEAEHEN

To return to the text input keyboard from the above screen, tap (&= _].

Tap either the Business or Per sonal tab to display the type of Contacts
data you want to use.

Usetheindex at the bottom of the screen and the scroll bar at the side to
locate the address you want.

The operations you use to find an address are similar to those described
under “Viewing Contacts Data” on page 53.

105




5. Tap the address you want to input.

Thisinputsthe addressinto the addressee field where the cursor islocated.

« If thefield where you are inputting the address already has an addressin
it, the above step automatically inputs a comma at the current cursor
location and then inputs the newly selected address.

6. After you arefinished, tap NEXT or tap another field on the screen.

. Sending Mail

Use the following procedure to send all unsent mail messages currently on the
Outbox tab. Note that you can batch send all unsent messages or any single
message.
You can start a send operation from avariety of different screens, and the type of
screen currently on the display determines the type of send operation you can
perform.

Screen Type All Unsent M essages Single M essage
Initial Mail Mode Screen Yes No
Action Menu Yes No
Mail Message Input Screen No Yes
Outbox Tab Yes Yes
Mail Message Display Screen No Yes
I mportant!

* An unsent message is one on the Outbox tab that has an asterisk (unsent
mark) to the left of its name.

e “(x)” indicates a message that was not sent properly for some reason.

*  Sending amessage does not removeit from the Outbox tab. It merely removes
the asterisk (unsent mark) to theleft of the message. You must usethe procedure
under “Deleting Data” on page 167 to delete messages from the Outbox tab.
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*  Outbox shows only the mail to be sent through the currently selected access
point. Mail to be sent through other access pointsis not shown.

» If you do not input your login password into the LOGIN PASSWORD field
when setting up your access point (page 97), the PV Unit will prompt you to
input it each time you try to send mail. When the password prompt appears,
input the correct login password and then tap the Set button in the toolbar. To
cancel the send operation, tap Esc.

Sending All Unsent Messages

You can send all unsent messages currently in the Outbox tab either by
using the Send button at the top of a screen or by tapping the Send button
on theinitial Mail Mode screen.

You can aso sent all the unsent messages by tapping Send on the Action
Menu. Tapping Send & Receive on the Action Menu sends queued
messages and picks up any mail waiting on the server.

To send all unsent messages with the tool bar Send button

1
2.
3.

Tap the Send button in the tool bar at the top of the screen.

On the menu that appears, tap Send all.

In response to the confirmation message that appears, tap Yesto send all
unsent messages or No to abort the procedure without sending anything.
If you tap Yes, the PV Unit initializes the modem, dials the number of
the currently selected access point, logs in to the host computer, sends
the mail messages, and then disconnects.

Tapping Esc during the above sequence cancel s the connection and send
operation.

To send all unsent messages from the Mail Mode initial screen

1
2.

WhiletheMail Modeinitial screenison the display, tap the Send button.
In response to the confirmation message that appears, tap Yesto send all
unsent messages or No to abort the procedure without sending anything.
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If you tap Yes, the PV Unit initializes the modem, dials the number of
the currently selected access point, logs in to the host computer, sends
the mail messages, and then disconnects.

Tapping Esc during the above sequence cancel s the connection and send
operation.

Sending a Single Mail Message

Use the following procedure to send a single specific message from among
the unsent messages on the Outbox tab.

To send a single mail message with the tool bar Send button

1

On the Outbox tab, highlight the unsent mail message you want to send.
You could also display the text of the message you want to send (page
104).

Tap the Send button in the tool bar at the top of the screen.

On the menu that appears, tap One message.

The PV Unit initializes the modem, dials the number of the currently
selected access point, logs in to the host computer, sends the mail
message, and then disconnects.

Tapping Esc during the above sequence cancel s the connection and send
operation.

To send a single mail message using from the mail message input

screen

While the mail message input screen is on the display, tap the Send button.

108

The PV Unit initializes the modem, dials the number of the currently
selected access point, logs in to the host computer, sends the mail
message, and then disconnects.

Tapping Esc during the above sequence cancel s the connection and send
operation.
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. Picking Up and Reading Mail
The following procedure dialsin to your Internet service provider and picks up
any mail waiting for you.

To pick up mail

When the I nbox tab is on the display, tap the Rec button in the tool bar at
the top of the screen.

You could also tap the Receive button on the Mail Mode initia screen
or tap Receive on the Action Menu.

The PV Unit initializes the modem, dials the number of the currently
selected access point, logs in to the host computer, picks up your mail
(if there is any), and then disconnects.

Tapping Esc during the above sequence cancels the connection and
receive operation.

If thereis new mail, the message You’ ve got mail! appears on the screen.
Tap OK to clear the message dialog box.

Picked up mail is placed onto the I nbox tab.

Tapping Send & Receive on the Action Menu sends queued messages
and picks up any mail waiting on the server.

=

ale ifppointrnent |EN
Rasiiuary H

Halpmeie DELCRE - Messages that have been read do not
have asterisks.

hd

Indicates a message has not been read yet.

109




* Inbox shows only the mail received through the currently selected access
point. Mail received through other access pointsis not shown.

¢ Thefollowing describesthe fields that are supported by the PV Unit for
incoming e-mail messages.

Field Description

Date& Time * The date and time the mail was sent

From « The address of the person who sent the mail

To » The address of the person to whom the mail was sent

Cc ¢ Othersto whom the mail was sent (as specified by the
sender in the Ccfield)

Reply-To » Theaddressto which your reply is sent

« If thereis no Reply-To address specified, your reply is

sent to the address in the From field.

Subject » The message subject as specified by the sender

M essage « Thetext of the message

To read the contents of a mail message

Onthe I nbox tab, rotate the Action control up or down to select the message
you want to view, and then press the Action control to display the mail
message screen.

¢ You can aso display amail message screen by double-tapping it on the
Inbox tab.
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Note

Send and Receive Operation Limits
e Send Only: Approximately 16KB (16,000 characters), or 100 messages
» Recelve Only: Approximately 24KB (24,000 characters), or 100 messages

Mail Message Size Limits

The maximum size of asingle mail message that can be received by the PV Unit
is 24 KB. When a message has more than 24K B, anything past 24KB is cut off,
which isindicated by -Continued- at the bottom.

How Communication Errorsand Full Memory Affects Mail

Memory becoming full can make it impossible to store a received mail message.
If memory becomes full, delete some data you no longer need and pick up the
mail again.

Binary Mail

The PV Unit does not support receipt of binary format mail (non-text data or
programs) from a computer or other source, except for another PV Unit.

Undeleted Mail

Mail messagesthat are larger than 24K B and messages that are skipped for some
reason are not deleted from the host regardless of whether the “ Delete picked up
mail only.” option is checked (on) or unchecked (of). Check the “Delete all mail.”
option to delete messages larger than 24K B.

-Attachments- in the M essage Text

-Attachments- indicates that the mail message has afile attached to it. Note that
your PV Unit can receive only attachments created by a PV Unit. Any other
attachments are not received.

. Replying to Mail
Use the following procedure to reply to a mail message you have received from

someone else. This procedure automatically inserts the proper address into the
Tofield of the message you write.
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To reply to a mail message

112

1

On the Inbox tab, highlight the message to which you want to reply.
You could also display the mail message screen of the message to which
you want to reply.

Tap the Reply button in the tool bar at the top of the screen.

On the menu that appears, tap Reply to send your reply to the originator
of the message only (the address on the From field of the received
message), or Reply all to send your reply to all parties of the original
message, including those in the From, Cc, and Bcc fields.

B At ] Clr | Adr ] Save
fsteﬂftg.aesseteg.com ]

[Re]
EMRery e-mail address has
i:Jhange .

FPlease note that my

Quote of received message

The full text of the original message is quoted inside your reply, with
“>" marks to the left of each line. You can leavethistext asit is, delete
part of it and leave only the parts that are important, or delete all of it.
“>" marks are counted in the total number of charactersin the reply
message. If the addition of “>" marks causes the reply message to exceed
the maximum limit of 16KB, everything in excess of the limit is cut.

Tap the To, Cc, Bec, and Reply-To fields, and use the procedure under
“Addressing Mail” on page 104 to specify addressees.

You must specify an adrressee for the To field, but input for the Cc
(carbon copy), Bec (blind carbon copy), and Reply-To fieldsis optional.
Be sure to check the contents of the To, Cc, Reply-To, and Subject
fieldsin your reply to amessage that containsalarge number of characters
in thesefields. Some of the contents of these fields may be del eted when
there are too many characters.
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5. Typeinyour reply text.

At ] Cir | Adr ] Save
[Eud] |

[Fee]

EMRe:My a-rnail address has
changed,

EdThank uou for letting me
know wour new e-mail
address. "'ve made a note
of _the number.

6. After everything isthe way you want, tap Save to place the message
onto the Outbox tab.

. Forwarding Mail

Use the following procedure to forward a mail message you have received to
someone else.

To forward a mail message

1. Onthelnbox tab, highlight the message you want to forward.
¢ You could also display the mail message screen of the message you
want to forward.

2. Tapthe Reply button in the tool bar at the top of the screen.
3. On the menu that appears, tap Forward.

At ] Cir | Adr ] Save
fsteﬁlft?.aesseteg.com 2]

[Fe]
EFv-Summary of meeting
Gl

=This is a surnmary of our | Quote Of received me$age

=meeting last Thursday.
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Thefull text of the original message is quoted with “>" marksto the left
of each line.

“>" marks are counted in the total number of charactersin the forward
message. If the addition of “>" marks causes the forward message to
exceed the maximum limit of 16KB, everything in excess of thelimitis
cut.

Tap the To, Cc, Bec, and Reply-To fields, and use the procedure under
“Addressing Mail” on page 104 to specify addressees.

You must specify an adrressee for the To field, but input for the Cc
(carbon copy), Bec (blind carbon copy), and Reply-To fieldsis optional.
Be sure to check the contents of the To, Cc, Reply-To, and Subject
fieldsin your forward of a message that contains a large number of
charactersin these fields. Some of the contents of these fields may be
deleted when there are too many characters.

Input any other data you want into the Subject and M essage fields.
After everything is the way you want, tap Save to place the message
onto the Outbox tab.

. Copying a Mail Name and Address into

Contacts

Use the following procedure to copy the name and address of amail message into
Contacts. Note that amail name and address are assigned to the Personal category.

Copied from: Copied to:
Mail Mode From address Contacts Mode E-mail field
From nickname Contacts Mode Name field (A spaceis

inserted when there is no nicknamein
the From field.)

To copy a mail name and address into Contacts
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2.

On the Inbox tab, highlight the mail message whose name and address
you want to copy.

Tap the Menu Bar icon to display the menu bar, and then tap Option —
Address copy.
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. Quick-Memo Mail Attachments

To attach a Quick-Memo to a mail message

1. Whilewriting a mail message, tap the Att button.

2. Input the Quick-Memo you want.

3. After you arefinished inputting the Quick-Memo, tap Att.
¢ Thisreturnsto the mail input screen.

&

Tap Save to save the message.

To view an attached Quick-Memo

1. Display the mail message to which the Quick-Memo is attached.
2. TaptheAtt button.
3. Tap the[x] button to return to the mail message screen.

To copy an attached Quick-Memo into the Quick-Memo Mode

1. Display the mail message to which the Quick-Memo is attached.
2. Tapthe Att button.

3. Tapthe QM button.

4. Tap the category to which you want to copy the Quick-Memo.

To delete an attached Quick-Memo

1. Display the attached Quick-Memo you want to delete.
2. Tapthe Del button to del ete the Quick-Memo.

. Changing the Sizes of Inbox and Outbox

Columns

You can change the sizes of the columns on the Inbox and Outbox screens by
using the stylus to drag them left and right.
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I SMS

SM S (Short Message Service) enables you to send and receive short text messages
on your mobile phone. In effect, it changes your mobile phone network into an
e-mail network. Once you enable SMS, you can send SM S messages using the
same general procedures you use for regular e-mail.

. Using SMS Messaging

To enable SMS messaging

Ontheinitial Mail Mode screen, use the access point box to select Short M essage
Service.

. Sending and Receiving SMS Messages

The procedures in this section describe how to input anew SMS message, how to
reply to an SM 'S message, and how to forward an SM S message to another phone
number. Use the same general procedures you use for normal e-mail to perform
the following SM'S message tasks.

Edit
Copy
Delete
Send
Receive

Note

* You can send and receive up to 50 messages each at any one time.

« Messages are deleted from phone memory when you sent them to your
PV Unit.

« Messagesyou read on your phone and then import to the PV Unit do not
have an unready (*) mark next to them on the PV Unit Inbox list screen.

e Characters that are not supported by the phone to which amessage is
sent are replaced by other characters or spaces.
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. Writing a New SMS Message

Use the following procedure to write a new SM'S message off line. After you
write amessage, it is placed onto the Outbox tab.

To write a new SMS message

1. Ontheinitial screen that appears when you first enter the Mail Mode,
tap the New button to display a new SM'S message input screen.

= [T ] Hurn | Save] [Send]

[ToRGE]
2
L1}

¢ You can aso display the above screen by tapping the New button in the
tool bar at the top of the Inbox tab and Outbox tab screens.

2. Tapthe To field and use one of the procedures under “ Addressing an
SMSMessage” on page 118 to specify the mobile phone number of the
person to whom you want to send the message and the person’s name.

¢ You must specify a phone number for the To field. Input in the Name
field is optional.

¢ You can specify up to 21 digits for each phone number.

¢ You can specify up to 10 mobile phone numbersin the To field.

¢ You can input numbers, “+" symbols, commas, and spaces into the To
field.

3. Tap the M essage field and use the on-screen keyboard that appears to
typein up to 160 characters for the text of the message.
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4. After everything is the way you want, tap Save to place the message
onto the Outbox tab.

= TF) Edit | Hew

Send |

)

Do you know John's phone
rurnber?

o
FMessage lanath J24160

. Addressing an SMS Message

You can specify a mobile phone number in the To field of a message by using a
phone number in the Contacts Mode Phone Book categories, or by manually
typing in a phone number.

To manually input a phone number
1. Whileinputting an SMS message, tap the To field.

= - Hurn Savel Sendl
)

=T
F 3

AP ointrient <
How about 3pron Sep. 192 f

[eszage Tenath 377160 |
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2. Use the on-screen keyboard to type in the mobile phone number of the
person to whom you want to send the message.

¢ Type carefully, making sure the phone number is correct. A single wrong
character will result in the message not being sent to the correct addressee.

« |If you want to input more than one phone number, separate them with
commas or with a comma and space.

3. If you want, tap the Name field and then use the on-screen keyboard to
typein up to 300 characters for the name of the recipient.

4. After you are finished, tap Next or tap another field on the screen.

To input a phone number using a Contacts Mode Phone Book
category

1. Whileinputting an SMS message, tap the To field.
2. Onthetool bar at the top of the screen, tap Num.

= 5 JSave](Send]

ATo?

Bl pRointrments!
Hows about 2pm on Sep. 197

Mezzage lenath
“Facire :

|Mea Helzon FRE-d77-d333 | §

| had
[R[EICIDJEF[GTHIT[ITK]L
[OTFTaR[S TTUT W =] =

« Toreturn to the text input keyboard from the above screen, tap [ &2].
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Tap either the Phone or SIM tab to display the type of phone numbers
you want to view.

Usetheindex at the bottom of the screen and the scroll bar at the side to
locate the phone number you want.

The operations you use to find a phone number are similar to those
described under “Viewing Contacts Data” on page 53.

Tap the phone number you want to inpuit.

Thisinputs the phone number into the To field and the name associated
with the phone number into the Name field.

Up to 21 characters can be input into the To field.

If the field where you are inputting the phone number already has a
phone number in it, the above step automatically inputs a comma and
space at the current cursor location and then inputs the newly selected
phone number.

. Replying to an SMS Message

Usethe following procedure to reply to an SM 'S message you have received from
someone else. This procedure automatically inserts the proper phone number
into the To field of the message you write.

Unlike normal e-mail, the text of the original message is not input into
the M essage field of your reply to an SM'S message.

To reply to an SMS message

1

wnN

S
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On the SMS Inbox tab, highlight the message to which you want to
reply.

You could also display the SM'S message screen of the message to which
you want to reply.

Tap the Reply button in the tool bar at the top of the screen.
On the menu that appears, tap Reply.
This displays a screen for inputting your reply.

Use the on-screen keyboard to type your reply.
After everything is the way you want, tap Save to place the message
onto the Outbox tab.
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. Forwarding an SMS Message

Use the following procedure to forward an SMS message you have received to
someone else.

To forward an SMS message

1

On the Inbox tab, highlight the SM S message you want to forward.
You could also display the SMS message screen of the message you
want to forward.

Tap the Reply button in the tool bar at the top of the screen.
On the menu that appears, tap Forward.
Thisinputs acarriage return so there isablank line above the text of the

original message.

Tap the To field and use one of the procedures under “Addressing an
SMS Message” on page 118 to specify the phone number of the person
to whom you want to send the message.

You must specify a phone number for the To field.

Input any other data you want into the M essage field.

After everything is the way you want, tap Save to place the message
onto the Outbox tab.

If the message you are forwarding contains 160 characters, the final
character of the messageis cut.
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